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In this report we review the physical mechanism that gives rise to oscillations and present the
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InSb paramneters, as this material appears best for this application because of its long mean-free path,
The main conclusions of this study are that (a) with available materials it is unlikely that oscillations
can be sustained and (b) with three- to fivefold increase in the mean-free-path, oscillations appear
possible, albeit at a very high frequency {~ 1000 GHz).
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PHYSICAL LIMITATIONS AND DESIGN CRITERIA FOR A
SOLID STATE GYROTRON

INTRODUCTION

In a recent publication [1] the basic operating principles and a mathematical analysis of a new type
of solid state source—the solid state gyrotron or cyclotron maser—were presented. In this device the
energy to sustain oscillations is derived from a gyrating electron beam in a manner similar to the highly
successful gyrotron tube [2]. In order that energy be transferred from the electron beam to the elec-
tromagnetic fields, a mechanism for bunching the electrons must exist. Unlike the gyrotron tube,
which relies on relativistic effects to accomplish the bunching, the solid state version relies on the non-
parabolic conduction band of certain semiconductors, e.g., InSb. The frequency of operation depends
on the ratio of magnetic bias field to the effective electron mass m* For InSb, m* is nearly two orders
of magnitude less than the free electron mass, so that operation at high frequencies is possible with
only moderate applied fields. For example, a 5-kOe field will produce oscillations at 1000 GHz in the
fundamental cyclotron mode.

A proposed solid state gyrotron geometry is shown in Fig. 1. [t consists of a metallized cylindrical
piece of indium antimonide (InSb) which forms a high-Q electromagnetic cavity. Electrons are injected
into the semiconductor via a Schottky barrier. A shallow implanted layer is used to achieve the proper
current characteristics. A nonaxial magnetic bias field is also provided.’

Metallized
Surfaces

InSb

Coupling
Iris

Gap for DC
Isolation

lon-Implanted
Region

Fig. 1 — Solid state gyrotron

Manuscript submitted April 16, 1980.

Delailed catculations have been carried out only for an axial magnetic bias feld and a nonaxially injected electron beam. The

Fig. 1 geometry is simpler to implement and the mathematical results for this case are expected (o be similar to the axial bias
case.
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The following section reviews the physical mechanism giving rise to the oscillations and alse gives
the principal results of Ref. 1. The next two sections examine basic physical limitations on solid state
gyrotron performance imposed by present materials and fabrication technology. Characteristics of elec-
tron injection by a Schottky barrier are discussed in the fifth section.

LINEAR THEORY
Physical Mechanism
The effective mass of an electron in the lowest conduction band in InSh is given by {11

. 2 V2
m*=my |1 — — = v my, {1}

where ¥V is the velocity of the electron, mg the effective mass at the bottom of the band, and V, =
{E,/2 ma)? where E, is the bandgap The electron cyciotron maser instability occurs because the
cyclotron frequency 0 = eBy/m* (= eBy/ymg = £,/y) depends on the energy of the electrons. Phy-
sical insight into the mechanism of this instability may be gained by considering the particle trajectories
{3 shown in Fig. 2a and 2b. Electrons injected at an angle to a uniform and constant mz‘igﬁs’:;ic fisld
By &, move in helical trajectories. Figure 2a is a projection of these trajectories on the &, é, plane.
Initiaily, the electrons are uniformly distributed along a cyclotron erbit. The initial radius of the elec-
tron orbit is the Larmor radius

vh +vi W2
}1}2

ror = vou/(§lo/vy) where yo = [1 -

vo, and vy, being the initial perpendicular and parailet velocity components. A small-amplitude RF
electric field E, (1) = &, Eq cos wyt will slightly perturb the orbits. We first examine the case when
wy = £o/yo. The rate of change of the particle energy is dW,/dt = ev, (¢} E (¢}. With the initial choice
of field direction shown in Fig. 2a, the particles in the upper half-plane lose energy. Since y decreases,
the cyclotron frequency Q = Qg/y of these particles increases and the Larmor radius 7, = v /{}
decreases. The particles spiral inward and their phase tends to slip ahead of the wave. On the other
hand, the particles in the lower half-plane gain energy. Their cyclotron frequency decreases and they
spiral outward. The phases of these particles slip behind the wave. After a number of gyro orbiis, the
particies become bunched in the upper half-plane. i w, is slightly greater than {34/y,, then a net
decrease in the energy of the electrons is obtained. When wq > Qg/vq. the electrons on the average
traverse a coordinate space angle less than 2w in a wave period 2m/w,. All the particles then slip behind
the wave and become bunched in the upper half-plane as shown in Fig. 2b. As the net kinetic energy
of the particles decreases, the amplitude of the RF field increases due to conservation of energy.
Depending on the initial beam parameters, the group of bunched electrons may continue 1o slip behind
the wave or initially slip behind, reverse itself, and begin to oscillate about the positive y-axis. In any
case, the bunched particles will eventually appear in the lower half-plane. The particles then gain
energy and the wave amplitude decreases. The electrons have to be taken out of the cavity before this
happens.

A nonlinear analysis [4] of the electron trajectories in an "empty” cavity shows that appreciable
electron bunching occurs after the electrons traverse about 10 gyro orbits. In InSb at 77 K, mg = 6.014
m, {m, = free electron mass) and Ve = 1.3 % 10% m/s. For electron velocity of the order of 10° m/s,
the Larmor radius (r, = v,/€}) and the pitch of the spiral trajectories (A, = 27 v,/Q)} are of the order
of 0.1 and 1 mm, respectively, for a magnetic field Hy = 5 kOe {{14/27 = 1000 GHz). Hence, a length
of the order of 10 pm is required for electron bunching in InSb.

So far we have assumed that the electrons suffer no collisions in their trajectories. However, in
solids collision is a serious obstacle to the phase bunching needed to obtain coherent radiation. The
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Fig. 2 — The mechanism responsible for the electron cyclotron maser illustrated by orbits
of test particles in velocity space in the presence of a small external field: (a) Initial parti-
cle positions, (b) Bunched particles after several cycles [3]

electrons will remain in orbit for a distance close to the mean-free path £. Conditions for cyclotron-
maser interaction rapidly deteriorate when the interaction length goes much beyond £. In this regard, a
solid state cyclotron maser in the cavity configuration is expected to offer an advantage over a
waveguide configuration because the cavity configuration requires a shorter interaction length. In the
waveguide case, the beam interacts with an electromagnetic wave that grows from the noise or near-
noise level, whereas in the cavity the beam interacts with a large-amplitude standing wave, which has
been built up and stored in the cavity. As a result, the interaction is much stronger in the laiter case
and the interaction length required for the beam to lose the same amount energy becomes shorter.
From the discussion in the previous paragraph, it is apparent that £ in InSb should not be less than 10
pm for efficient interaction at 1000 GHz, varying inversely as the frequency.

Beam Power Gain and Threshold Power

The time-average power gain P for all the electrons in a cylindrical cavity (radius R and length L)
was obtained in Ref. 1 from a linear theory by solving the Vlasov equation while collisions were treated
in an approximate way. For a monoenergetic beam of electrons with guiding centers distributed uni-
formly on a cylinder of radius rp, Pis given by

NLeE}
P=——F—— (@) +a;+a;+ay), (2)
8 MyYyYow

where N is the number of electrons per unit length, Egu is the amplitude of the cavity field, and
1
= —— (k2 + kZZ ,
T Jne ey )

the frequency of TE,,, modes. k, is given by the nth nonvanishing root of J(k,R) = 0 and
k, = mm/L, u is the permeability, and € the dielectric constant. co= (uoeg) V2 is the velocity of light
in vacuum. The quantities «; are given by

Hy(kyrok,r) B M(A) k,LB2A
=— Ag|N - =%
(ko ro.k,ry)
+ Q—l—% (w — k,v,0) L M) (3)
V0
3
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and
om Hifkﬂ;;zk;rz)ﬁfe [ AﬁlN( wy s M@ T l _ kL ﬁg;s:z Nm]
_ Qlarokar) (o py oLy - T, 4
A V.o
with
M) = {xtt— ™ cos x) — (L) e sin xl/ (2 + LY4D) (s}
NGO = Re [ = -ty N ie(a‘x—:’../“] @
(x+iL/£y*  x+iLf2
T=2kL (G—e "/ @R+ LYY .
a3 and a4 are, respectively, obtained from a and «, with the following substitutions
& ™= —
A =—A
A'=— A,
In Egs. (3) through (7), we have used the following notation:
Bio= Vig: B:o= Via/cn By = vi/cq
vo= {1 - (8% + B2} /B2,
Bo= (!~ K2B2DLYVE,
A=~ Kyv,g— Qofy)Liv,y,
A= (o + Kv,g— Qo/ygdL/v,,
The functions H{a,a;) and @{aq.ar) in Egs. (3} and {4} are defined by
Hlaga,) = {1 {ay) Ji(ag})?
Oilagar) = 2H(ag.a,) + ayJ| (ay) Ji(ay) Ji{ay) (8}

+ % ayJi e,y e adilay) — T2 ag);(ap)) .

The meodification in ¢ when the beam is not monoenergetic will be discussed in the fourth section.

From the conservation of total energy, the rate of increase of the stored electromagnetic energy
W, in the cavity is equal to the rate of loss of the electron beam energy. Thus,

ATLr
“frf

~z = F
2
Ne @ ()

- W 2
R emy 2yqw J§ (k,R) !

where
W, = % RL eJ§ (k,R) E}. (10)

For the perturbation theory to be valid, the guantity J = —~NeZa/27R? emg vyt (k. R} should be
less than §. This condition sets an upper limit on the value of N.




NRL REPORT 8418

A plot of <a > as a function of F — fy for different values of L/£ is shown in Fig. 3. The
dimensionless quantities fand fy are defined, respectively, by

- 1 wR
T=5 2
T Cp
and '
7.1l Do R
7 2m vy o
The wave amplitude increases when < a > is negative; o becomes negative for f — fy in the range
0< f— f_., < 0.015. The maximum negative value of < a > occurs around f — fy = 0.0055. The
[

magnitude of < a > decreases rapidly with increase in L/E.

Fig. 3 — Gain « vs synchronism parameter

d { Arbitrary Units)

iy - ..2 -
F—filforneam= l,ﬂ0-0.4il3, yo = L1, L/R L LA=10
= 0.1, 8o/B;5 = 1.5, and four different values of -4l —
L/1. The relative dielectric constant is 17.7. sl L/k=05
- L/feo
-8 -
-1 P RPN B T PREPEE B ST |
-0.005 o] 0.005 0.01 0.015

71,

A general requirement for oscillations in a cavity of finite Q is given by

w W
-P>—5 L, (11)
The kinetic energy W, of the electrons in the conduction band may be written as [1]
Wy = {yo— 1) mgv}, (12)
and the electron beam power P, in the crystal is
P, = Nlyg— 1) mgvivy,. (13)
From Egs. (2), (11), and (13), the threshold beam power P}’
. wR|* volyo-DB2Bo J§(k,R) 4w em; ¢§
Piha — O8] . 3 , (14)
€o a( 2e

where @ = @ + a; + a; + a4. In Fig. 4, OP}" is plotted as a function of the electron kinetic energy in
the crystal W, = (yo — 1)mg ¢’8} for cyclotron frequency {1,/y corresponding to the maximum beam
power loss. The threshold power increases rapidly with increase in L/{ The contribution to Q from
various loss mechanisms will be discussed in on page 7.

The gain in energy of the cavity fields is derived from the energy of the electrons associated with
their motion transverse to the direction of the applied magnetic field. This exchange of energy may be

5.
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Fig. 4 — Dependence of the oscillation threshold on the eieqtr?n
kinetic energy W for four values of L/f. Values assumed tor
other parameters are {1y = 048, L/R = 0.1, yy=1.1, and

Bio/B.g = 1.5.

explained from another point of view. In a magnetic field the energy of the transverse motion W, of
the electrons is quantized into Landau levels with W, = (§ + 1/2) # Qg/y, S being an integer. The
separation between levels siowly decreases with increasing energy. The elecirons are initially injected at
an energy level with large § (typically S == 20 and Q5/yo = 5 meV). I o > {1y/y,, then there is a
net downward transition of electrons due (o the coupling of the electrons and the cavity fields. The
electrons undergo a succession of downward transitions with AS = 1 and emit radiation.

The electrons may also lose energy by other scaftering mechanisms. Three other principal scatter-
ing processes at low temperature {T < 77 K} and low electron densities {ny = 10"%/cm®) are longitudi-
nal optic phonon scattering, charged impurity scatiering, and eleciron-clectron collisions. Longitudinat
optic phonon energy in InSb is about 24 meV. Electron-phonon interaction will involve transitions with
AS = 5. The transition probabilities for these three scattering mechanisms are smatler than that due to
the electron-radiation interaction. Hence the loss of transverse energy of the electrons from these three
scattering mechanisms is not expected 1¢ be appreciable. The longitudinal motion of the electrons will,
however, be seriously affected by these collision processes and considerations of a finite mean-free path
become important. Let 1, 7;, and 7, denote, respectively, the mean collision time for the three
scattering processes. The resuitant coflision time 7 is given by v~} = 7' + ¢! + 7! Expressions
for 7., 7, and 7, as functions of temperature, impurity concentration Np, and electron concentration
are available in the reference literature [5]. At T = 77 K and Np = n = 10"%/cm’, calculated values of
7, and 7, ate, respectively, 9.3 x 1072 5 and 1.06 x 10~ 5. 7, is of the order of 107! s. Thus, for
this impurity concentration, optic phonon scat{ering dominates at T = 77 K. The experimental value
of r is found to be = 6 x 1072 5, the mean-free path is £ = v,r =3 um. As the temperature is
decreased 7, increases but 7, decreases. For this case, the resultant 7 attains a maximum near T = 32
K. In general, an improved value of £ may be obtained by using highly pure InSb samples and operat-
ing at low temperatures. Finally, it should be noted that the above mean-free-path calculations strictly
apply to only small deviations from thermal equilibrium. In the present solid-state gvrotron
configuration, "hot" electrons in approximately a Gaussian distribution with 2 maximum at an energy
W, >> kT are injected into the InSb sample. The mean-free path of these hot elecirons might be
expecied (o be somewhat different from that of thermal elecirons. Thus the above calculations should
be considered only as a guide to what could be obtained experimentally for & solid-state gyrotron.
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PROPERTIES OF THE ELECTROMAGNETIC CAVITY
Quality Factor

elect _Qn beam must supply sufficient power to overcome ail sources of

el
loss for the cavity. As was noted in Eq. (11}, the threshold beam current is in fact inversely propor-
tional to the loaded Q (= Q;)of the cavity. In this section the important loss factors will be examined.

To sustain oscillations the

For a dielectric loaded cavity Q; is given by the expression
1 1 1 1

15
0. "o to o 13)

where , accounts for losses in the dielectric material, Q. for conductor losses in the cavity sidewalls
and endwalls, and Q, for coupling losses to the external circuitry.

For a TEy;, mode cylindrical cavity, Q, is given by [6]

Qlis“l i ] l

In this expression § is the electromagnetic skin depth, A, the wavelength in the dielectric medium, and
D and L are the cavity diameter and length, respectively. A large-diameter cavity should be used to
maximize the output power; i.e., D/L >> 1. With this approximation Eq. (16} reduces to

Q. (B/x,) = 1/4. (17

213/2

24
3.8 2L

(16)
w|3.8% +

With assumed values of constants appropriate for a copper-ciad InSb resonator at 77 K
(Po,=016x107°Q - cm, ¢, = 17.7),

Q. =9 x 10% f12, (18)

Q, is given simply by the quotient of real and imaginary portions of the dielectric constant, i.e.,

(43

Qd =, (19)
a

where o is the AC conductivity. In the presence of a DC magnetic bias field,

To (20)
o = 7 .
1+ (w—wgy) el
Here, o, is the DC conductivity (= n e u), mu is the cyclotron resor a_n_ge frequency of the back-
ground electrons and 7, is the cyclotron relaxation time. Fr Egs. (19) and (20), '
Q,,=l 2E N+ (@—wp)?rl (@D
neu

If standard values for high-purity InSb (see Table 1) are used and if w/27 is assumed to be 1000 GHz,
the coefficient of the bracketed term is only = 10. However, because the effective mass of the back-
ground electrons is different from that of the injected electrons, the dielectric Q can still be very large.
For example, with 7. = 107'%5 [8], @ = 27 x 1025, and y = 1.1, then Q, = 10%. Thus Q, >> Q..
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Table 1 — Properties of High-purity InSb at 77 K

Characteristic Value Reference
Effective mass, #7 0.013 my
Bandgap, £, 0.25 eV
Mobility, g 1.1 x 10% {pg = 8 x 109

7 % 10° (ny= 1.8 x 1013
Relative dielectric constant, €,}17.0

R - T ¥ R

{. can be made as larg

1=
Aacivard far sinrmirmy theracth ald
W1 SV MRIIIIIEIINALLY LIMLNADLIVILL,

put circuitry.

as desired b
Thasdt 14 everzof
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adjusting the coupiing iris size. Fairly weak coupling is

o metinda anmmaniokhlia noadwea o fn bha Aavd

y toawoas + o~
F IGIET LU VOULNG S CVIAULY PUWOT U LGS Ya-

Thus, metallic losses in the cavity walls dominate all other sources of loss. With careful polishing
of the InSt sample and use of a high-purity copper conducior, loaded O's = 500 should be achievable at
1000 GHz.

Mode Density

it was noted previously that a large vaiue of D/L is desirable to maximize the power output. This
ratio cannot be increased without limit, however, since unwanted modes appear within the passband,
which can result in spurious oscillations and in general a degraded spectral output. The resonant fre-
quency of a cvlindrical cavity is given by the expression [6]

T RRY i
Cd 2 o L
fr= 2L |” +t } {R} : 22)

m

where » is an integer, X,,, is the mth root of J,(x} = 0 for TE modes, and the = th root of f{x)} = 0

for TM modes. ¢; is the electromagnetic wave velocity in the dielectric medium. Table 2 indicates the
normalized resonance frequency fr/fo. fo= ci/2L for two values of L/R. Note that for L/R = .1
and ¢ = 500, only one mede other than the desired TEq,; mode will cecur within the cavity passbhand.
When the cavity radius is doubled, i.e., L/R = 0.05, the TE,;, and TE;y, modes also appear within the
TEqy; passband. Al modes have approximately the same (0, but some mode seleciivity is possible
through proper location of the coupling iris. A further reduction in L/R will result in a very crowded
modal spectrum within the TEg,, passband; thus it is desirable to maintain L/R 2 0.05 to assure &
clean response.

ELECTRON BEAM REQUIREMENTS

Threshold Current Density

The current density necessary to sustain oscillations can be determined from the threshold condi-
tion {Eq. (11)). For n = 1 and R/L >> 1 this expression may be written

S, 20




Table 2 — Mode Density of a Cylindrical Cavity
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Normalized Resonant Frequency, fr/fo

Mode L/R=01| L/R = 0.05
TE, 1.0017 1.0004
TEq; 1.0029 1.0007
TE;; 1.0047 1.0012
TE,;;, TEq; 1.0074 1.0019
TEa 1.0089 1.0022
T™M,q, 1.0133 1.0033
TE4; 1.0142 1.0036
TE 3 1.0143 1.0036
TMy; 1.0153 1.0039
T™;); 1.0204 1.0051
TEqy, 1.0206 1.0052
TE;; 1.0225 1.0057
TM;4; TEy;, 1.0246 1.0068

With use of values appropriate for a TE,; cavity and material constants for InSb given in Table 1, the
threshold condition simplifies to

£ A"
) — 5 percm. ‘ (24)
a L

The line density N can be converted to a volume charge density n by

N
TRIg’

n=

(25)

where B is the fraction of the cavity endwall covered by the injected beam. The current density J is
given by

J = ne vy,

(26)

Examination of the expressions for the driving terms of the oscillation [1] shows that the maximum
filling factor obtainable is = 20%. Combining Egs. (23) through (26) and using this approximation
lead to the following expression for the oscillation threshold:

Vo: L
LQ, o
For the L/x = 0 case shown in Fig. 3, Jis only 0.034 A/cm?2. However, this is a low electron energy

case (W, = 12 meV). The threshold increases rapidly with increasing electron energy, decreasing
mean-free path (see Fig. 4), and with energy spread, to be discussed in the next section.

Jp= (13 x 1078

Thermal Spread

The beam power gain Pin Eq. (2) is derived for a monoenergetic beam of electrons injected at a

constant angle to the uniform magnetic field, In any practical injection scheme, there may be a spread

in both energy and angle. As shown in Fig. (2), P depends sensitively on the factor @ + kv, — Q4/y.
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A spread in the initial values of v, and v, will alter the beam power gain. The linear theory can be gen-
eralized to include any arbitrary electron distribution function in the momentum space. Numerical cal-
culations are considerably simplified in the following two cases: (a) spread in the magnitude of the
velocity but not in angle, and (b) spread in the angle but not in the magnitude of the velocity, Case {a)
is appropriate for the imjeciion scheme to be discussed in the following section. In ihis scheme, the ini-
tial distribution of energy is approximately Gaussian, so we assume an initial momentum space distribu-
tion function f,(7) of the form :

folF) = pﬁ Ui e g oy, (28)
i

where p§ = p% + p3, m = P o/P.o. and A is the half-width. The constant C is to be determined by the
normalizing condition

§ 0@} 2 py dp, dp, = 1. (29)

For this distribution function, the beam power gaizi, P and the threshold beam power P{" to sustain
“opscillations are, respectively, found io be
Ne’L E} .= —£2
o e
Puw—F— f 18 ?(ﬁ) {E a; (B8,(), ﬁ}.(f)}} {n ]I.fz df

8mg yow =t 2 gl e

Nell Ei
- <ar>

8mg yow

and

2 a2
P = — l%@] dremg cSyB2JE (x,) et g an

2e’<a>Q f ue 78 = DB [nz-gzgz_zgelm'

where
& = Ezfpez = Abe ng,
Wyo= (yo— 1) mgv}

-1/2
o vé +vh
Yo 3 »

oaﬂz

172
y{€) = [l + 112’70 (1 + 59)] ,

ﬁz(g} = Bo: ~ v (E) {1+ §ﬁ)m 32

ﬁi{’f) - ﬂﬁz(f},

and a,’s are obtained from Egs. (3)—(7), replacing 8, and 8¢, by B, {€) and 8,(£), respectively. The
integrations in Eqgs. (30) and (31) are to be performed numerically. The values of <a > as a function
of the parameter f — fy are shown in Fig. 5 for different values of A W,/ Wy < a > decreases rapidly
with increases in thermat spread and the value of f— f;.; corresponding to the maximum negative value

of < a > shifts to hxgher values (i.e., smaller magﬂeuc fields at a g:ven frequency}. The decrease in

. ala A AW nranoan  Thio iz chawm ln 'E”r; f\. whnta np!ﬁ 1<
"-. & / wu; LI TANS L.I.I.G uu!:muuu yUWUI as a rr i rrb uiwtvca\aa A BAAD LD ZRALFEYLE

plotted as a function of W, for different values of A W/ W, The threshold current dens:ty (Eq {2’1‘)}
is shown in Fig. 7 for this same case.
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5

a { Arbitrary Units}

Fig. 5 — <a > as a function of (f—J,) for
three different vaiues of energy spread: {1} -
AWb/ ng - 0, (2) AWb/ ng = (.1 and -2
(3) AW,/ Wy, = 0.2. Other parameters as-
sumedare n =s=m=1, ro= 048R, L/R
= 0.1, L/t = 1.0, and B o/B.0 = 1.5. =3
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0o L
=
xz
EIQ —
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@ E Fig. 6 — Threshold power as a function of beam kinetic
energy W,y al differenl values of A W/ W,y The magnetic
B field is chosen corresponding to the maximum beam energy
’— loss. Other parameters are the same as in Fig. 5.
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o
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Fig. 7 — Threshold current density as a function of
kinetic energy Wy, Parameters are the same as in
Figs. 5 and 6.
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ELECTRON INJECTION VIA SCHOTTKY BARRIERS

Introduction

In the tube gyrotron, electrons are injected into the interaction region in an annular beam from a
specially designed electron gun. This is not an atiractive approach for the solid-state gyrotron because
of its complexity, as electrons must be injected in a vacuum at 77 K in the presence of a DC magnetic
field. A more fundamental reason for not emploving electron gun injection is that when electrons are
injected into the conduction band of a semiconductor from vacuum they gain an amount of energy
equivalent to the semiconductor’s electron affinity, which for InSh is = 4 eV. Since the bandgap is
only (.24 eV, the electrons will immediately thermalize by exciting electron-hole pairs. Ut will thus be
impossible to maintain a proper electron energy distribution for sustaining oscillations, This problem
can be circumvented only if the InSb surface can be treated in such a way as to reduce the eleciren
affinity to near zero. Such technigues have been reported for GaAs but not for InSh {91,

A solid state electron injection approach is thus preferable. This approach must be capable of pro-
viding current density of > 1 Afcm? with an energy spread of < 20 meV. The dependence of thres-
hold upon the thermal spread inherent in the injection process was discussed in the previous section. A
further restriction on the injection geometry is that only small electric fields can be tolerated within the
interaction region. In particufar an electric field E will result in an energy spread A W), if the interaction

region is one mean-free-path long, where
AW, = Eel. (33}

Thus AW, € 10 meV requires £ € 10 V/em for £ = 10 um. This consideration alone is sufficient io
rule out Read-diode and simpie chmic injection.

The ideal injecting structure is indicated in Fig. 8. The elecirons are injected by a metal electrode,
accelerated in a high-field region, and interact with the cavity fields within the distance £ where no elec-

tric field is present.
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Fig. 8 — ldeal solid-state injection geaometry
and electric field profile

This can be approximated by a Schottky tunnel barrier configuration, as is shown in Fig. 9. It
consists of an intrinsic, high-mobility semiconductor which has a shallow implanied or epitaxial region.
Electrons are injected into the interaction region £ by tunneling through the Schottky barrier. The i -
region is not depleted; hence, £ = 0 within the interaction region as required. The electron velocity
distribution is determined by the carrier concentration within the » region and by the applied bias vol-
tage, as discussed in the following section.

o 1 -’|
Coliector
l/
n .
/ ‘
Schotthy Borrier

Injecting Electrode
Frd
n
=
@
E
b
-
w
-4
£ »~ Z
11
=
w

Fig. 3 — Schottky barrier injection geometry and electric feld profile

Analysis

A number of excellent analyses of tunneling currents through Schotiky barriers have been
reported [10,11]. We will follow the work of Crowell and Rideout [11], since their approach is fairly
§im_ple to employ and is applicable to the low doping levels which we require. Padovani and Stratton
(10] employ a similar approach, but their work is more applicable to high doping densities. Starting
with the one-dimensional, time-independent WKB transmission probability through a barrier, Crowell
and Rideout show that the normalized forward current density, if through a Schottky barrier, is

Lok

b Eb

da +e *T, (34)

a:+——y(a)l
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where
o= E}{Eb,

i L+ GG —a)'

— - W _
ya)=(1 —a) o 17

I, = A*T2e 0T

4 /2
£ 1
B0~ 4 [m] |

In these expressions, 4* = Richardson constant, E = electron energy, £, = band bending at the
semiconductor—metal interface, and ¢, is the Fermi energy in the semiconductor. These quantities are
illustrated in Fig. 10. The reverse current density /. is related to the forward current density by .

L=1 ¢ (35}

where ¥, is the applied forward voltage.

L

:l Carrier Potential Energy E

Q¢h
A o
qb,
E T [ SRR - ‘;‘—_.._..
¥
¥ _ £
Semiconductor Metai

Fig. 10 — Potential energy vs distance for
carriers in & forward-biased mastal-
semiconductor (Schottky} barrier (after
Crowell and Rideout {111}
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The two quantities of primary concern for the solid state gyrotron are the energy spread of the
electrons and the current density. The electron density is peaked about an energy E,,, where
-2
E, E
- ‘cosh Sl (36)

kT |

For high doping densities k7/Eg < 1 (n > 10'%/cm? for InSb at 77 K), field emission is dominant,
whereas for kT/Eg 2 1, thermonic emission is dominant. The percentage energy spread can be calcu-
lated from the integrand of Eq. (34). It is a sensitive function of the properties of the semiconductor
and the applied bias voltage, ranging from less than 10% to more than 100%.

Crowell and Rideout [11] show that the reverse-current density can be written as

E
1 —qoy/kT —TF(1=V/m
I,-[;"alA‘Tze v g KT . 37N
{im )
The quantities /,,/I, and n are given in Figs. 6 and 7 of Ref. 8 and are reproduced here in Figs. 11 and
12. The barrier height ¢, is 53 meV for InSb at 77 K, so Eq. (37) becomes

1= 34{21 7“_”"). (38)

Calculations for some cases of interest are shown in Fig. 13. Current density and energy spread
are nlmted as a function of frPnnPnﬂu for InSb carrier densities of 1016 fnm3 lnlslnm and

QLIEd a TRLICLIOon Al Caldicl OCNOSHUCS O 1v < y AW O falllT,  dlia

<< 10%/cm?® (thermionic Limit). A comparison of these curves with the threshold current curves (Fig.
7) shows that, for electron energies exceeding 60 meV for the n = 10'""/em? case and 100 meV for the
thermonic limit case, the Schottky barrier can supply sufficient current to exceed the threshold.

E /KT = 80

//\\

TIIIIIFIIIj—I

T

) I LJirn | L 111 Iltg | I 11
A 1.0 [Le] 100
T
EDU
Fig. 11 — Normalized apparent saturation current density vs T/ Egp

for selected values of E,/&T (after Crowell and Rideout [11])
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In summaty, the Schottky-barrier tunnel junction appears capable of supplying current densities
sufficiently large to sustain oscillations if the electron mean-free path is comparable to the cavity length.

SUMMARY AND CONCLUSIONS

A geometry for realizing solid-state gyrotron oscillation has been analyzed in detail. Cavity loss
mechanisms and electron beam requirements were examined. Previous theoretical work was modified
to include the effects of a thermal spread in electron energy upon the oscillation threshold. It was
shown that, by injecting electrons via a Schottky tunnel barrier, the current density wouid be sufficient
to sustain osciflations if the mean-free path is comparable to the cavity length.

Throughout this report it has been stressed that the key to realizing a successfully operating dev-
ice is a long mean-free path £. It was pointed out that £ must be about 1¢ um long to obtain substan-
tial electron bunching and thus reasonable efficiency. Furthermore, the oscillation threshold increases
rapidly with decreasing £ (Fig. 4}. At the present time the maximum mean-fiee path reported in the
titerature is about 3 pm (InSb at 77 K). However, higher values do appear feasible {131. Censidering
the uncertainties inherent in the analysis and the proximity of existing and projected materials proper-
ties to calculated requirements, an experimental feasibility program seems warranted.

Such an experimental program has been initiated at NRL. The first phase entails development of
the technojogies required to fabricate the solid-state gyrotron structure. This includes ion-implantation
and Schottky-barrier development, technologies which are currently not well established for InSb. We
also plan to initiate a program to obtain higher purity samples of InSb. With progress in these areas we
will be in a position to initiate experiments to establish the viability of the solid-state gyrotron as a
submillimeter-wave source,
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